
Storage and Shelf Life
It is critical that lubricant be stored in temperatures 
from 0o-40o C (32o-104o F). If properly stored in these 
conditions, the shelf life of each type is:

 - Regular Lube - 5 years from packing date
 - NSF / Sub-Aqueous - 2 years from packing date

If the lubricant become frozen, the performance will 
likely be adversely affected so should be discarded ap-
propriately.

Maximum Coverage with Minimum Brush-
work… that’s what you get when you work 

with Tylox® pipe lubricants.

An industry standard for over 35 years, the Tylox® name 
is synonymous with quality and reliability; which is 
one reason why Tylox® lubes are frequently requested 
by precast and concrete pipe producers and their cus-
tomers.

Designed for lubrication of all types of pipe, pipe gas-
kets and connectors, Tylox™ Pipe Lubes are a custom-
formulated, stable blend of vegetable oils, soaps and 
water. Tylox® Pipe Lubes offer ease of spreading and 
superior coverage area per lb (kg) which translates into 
dollar savings on the jobsite.

Tylox™ Pipe Lube is available in Regular and NSF Po-
table / Sub-Aqueous formulations, and in 6 container 
sizes, meaning that there’s a Tylox™ Pipe Lube to fit all 
of your needs:

• Tylox® NSF / Sub-aqueous Lube:  
NSF (Standard #61) approved for use with potable 
water lines, this lube will not impart taste or odor to 
the water, or support bacterial growth in the pipe. 
For installations with extremely wet trench condi-
tions, like prolonged exposure to standing or run-
ning water, will not lessen its lubricating properties.
Ideally suited for cold weather conditions, Tylox® 
NSF is stable for use between -10oF and 150oF 
(-23oC and 65oC)

• Tylox® Regular Lube: 
For use in sanitary and storm sewer applications. 
(non-potable applications), our regular lube is alos 
ideally suited for cold weather conditions, Tylox® 
Regular is stable for use between -10oF and 150oF 
(-23oC and 65oC)

Tylox® Pipe Lubricant

Making Infrastructure Watertight Today
for a Greener, Sustainable Tomorrow



Usage/Coverage*
Pipe Size

(in)
Tylox®       

NSF / Sub-Aq
Tylox®      

Regular
4 5 3

6 6 4

8 7 4

10 8 5

12 10 6

15 13 9

18 16 11

21 20 13

24 25 15

27 30 17

30 35 20

33 38 23

36 40 25

42 45 30

48 51 35

54 57 40

60 63 46

66 70 52

72 77 60

78 81 70

84 85 80

*  Pounds per 100 joints based upon normal installation con-
ditions. These figures are approximate and are for estimating 
purposes only. 

Application
1. Stir well prior to use. Do not add thinners or alter 
consistency in any way.
2. Clean inside surfaces of bell and outside surfaces of 
spigot.
3. Apply Tylox® Lube sparingly and brush into an even, 
thin layer.
4A. For O-ring, lubricate o-ring recess in spigot. Lubri-
cate gasket prior to insertion into recess. 
4B. For profile gaskets, position gasket on spigot, or 
in bell, as appropriate; lubricate exposed area of gasket 
only.
5. Lubricate inside surface of bell, or pipe spigot, as 
appropriate.
6. Home pipe using an appropriate method.

Available Weights & Volumes
Container Size* Containers

per Skid

Actual
Approx.

2lb (Regular only)
1 Qt, 0.95L

26**

Actual
Approx.

8lb
1 USG, 3.82 L

100

Actual
Approx.

20lb
2 1/2 USG, 9.55 L

48

Actual
Approx.

30lb
3 1/2 USG,  13.37 L

48

Actual
Approx.

40lb (NSF only)
5 USG, 19.10 L

36

Actual
Approx.

450lb (NSF only)
          55 USG, 204.25L

4

* Lube is packaged and sold by weight. Actual volume per container will vary 
by type (density) of lube.
** Qty Per Carton (Minimum Order)

Custom Labelling
As part of our commitment to customer service excel-
lence, Hamilton Kent is pleased to offer custom la-
belling, with your company name and logo on both 
Tylox® Lube products. 

Please consult your Hamilton Kent Representative, or 
e-mail our sales department at the address below, for 
full details on this program.
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TEL: (800) 268 8479
FAX: (888) 674 6960
WEB: www.hamiltonkent.com
E-MAIL: information@hamiltonkent.com

Tylox® Lubes are packaged, and distributed worldwide, by Hamilton Kent Inc, except for the U.S.A. where they are distributed by Hamilton Kent LLC. Tylox® is a registered trademark of Hamilton Kent Inc.


